CANADALITE

ELA-6V-5AH BATTERY DATA SHEET
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Specification Discharge Characteristics @25 -c (77 °F)

o NOMINAL VOLTAGE BV Aa.sl ||
o NOMINAL CAPACITY(20 hr) 5.0 Ah % i ::EE:::EE:Q‘\
o DIMENSIONS g AT N
TOTAL HEIGHT - 107 mm ( 4.21 inches ) & S ‘\ \\ A
CONTAINER HEIGHT 101 mm ( 3.98 inches ) g 5 L e s 555-\ —03;345& '
LENGTH . 70 mm ( 2.76 inches ) é 4 25/ 15A10A [5A
WIDTH : 47 mm( 1.85 inches ) 0 I
o WEIGHT : APPROX 0.9 Kg ( 1.98 Ibs ) 1 23 5 10 2030 60 23 5 10 2030
= CONTAINER MATERIAL : UL94HB ABS | ; ) | 5 f
- UL94V-0 ABS Discharge Time
o INTERNAL RESISTANCE( 25°C , 77 °F } . ~17 mgy m
o DISCHARGE CAPACITY UNDER DIFFERENT TEMPERATURES
40°C 1 ~102% mmifinch)
25°C - ~100% 47(1.85) 30(1.18)
0 °C : ~85% . ‘L——Iﬁ
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Characteristics ' Sle '

o CAPACITY 25 °C / 77 °F
20 hr @ 0.25 A 50 Ah 5
5hr@0.8A 4.0 Ah | —
1hr@3.0A :3.0 Ah

1C @5.0A :2.5 Ah Terminal

© CHARGING VOLTAGE (25°C, 77 °F )

Tolerances are +/-0.04 in. (+/-1imm) and +/-0.08 in. (+/-2mm) for helght dimensions.

STANDBY USE : 6.825V+0.075 V — mm(inch)
CYCLE USE :7.35V£0.15V . 8 o N 1}
o MAX DISCHARGE CURRENT : 60 A ( 5 sec ) = S = 3
= MAX CHARGING CURRENT :1.5A —% © —'—:JTT =
o SELF-DISCHARGE RESIDUAL CAPACITY( 25°C , 77 °F ) —GJM & 7.95(0.31) =
AFTER 3 MONTHS - ~90% 13 ::n::%
AFTER 6 MONTHS - ~82% 5] o
AFTER 12 MONTHS : ~T0%
Type: FO-01 Type: FO-02
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