CANADALITE

ELA-6V-7.2AH BATTERY DATA SHEET
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Specification Discharge Characteristics @25 c (77 °F)
© NOMINAL VOLTAGE BV
© NOMINAL CAPACITY(20 hr)  :7.2 Ah o — == [ |
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TOTAL HEIGHT : 100 mm ( 3.94 inches ) § 5 e
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WIDTH : 34 mm (1.34 inches ) 2 4.5 AL : &
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o DISCHARGE CAPACITY UNDER DIFFERENT TEMPERATURES
40°C :~102% mm(inch)
250C :~100% 151(5.94) 34(1.34)
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© CAPACITY 25°C / 77 °F ﬂ? %
20hr @ 0.36 A 72 Ah
5 hr @ 1.15A 1576 Ah Tolerances are +/-0.04 in. (+/-1mm) and +/-0.08 in. (+/-2mm) for height dimensions.
1hr @4.32 A 1432 Ah =
e Terminal
1C @72A 3.6 Ah
© CHARGING VOLTAGE ( 25°C , 77 °F ) mm(inch)
STANDBY USE . 6.825V+0.075 V
CYCLE USE :7.35V+0.15V L—EI —L';
o MAX DISCHARGE CURRENT : 90 A ( 5 sec ) ) &
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o MAX CHARGING CURRENT :2.16 A ——
o SELF-DISCHARGE RESIDUAL CAPACITY( 25°C , 77 °F ) -
AFTER 3 MONTHS . ~80% :|:1:—:—§:3
AFTER 6 MONTHS - ~82% 2
AFTER 12 MONTHS : ~70% Type: FO-01
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