
DESCRIPTION
The TF Troffer Luminaire is a quality low profile recessed luminaire with specification features.  It is designed around 
the T8 lamp and electronic ballast.

SPECIFICATION FEATURES
Construction
22 gauge steel painted high gloss white

Electrical
T8 Electronic Ballast 120M / 347V

Finish
High gloss white painted finish

Shielding
Clear K12 prismatic lens

Warranty
Electronic ballast 5 years

Compliance
cULus

FLUORESCENT 
TROFFER

LUMINAIRE

powered by 

TF232U
Dimension
mm | 610(L) x 606(D) x 85(H)
inch | 24"(L) x 23.9"(D) x 3.4"(H)

Solutions closer to nature

EELSS15W35

Controls
T8 Electronic Ballast powered by Ultrasave

48"
1220

12"
302

TF432
Dimension
mm | 1232(L) x 606(D) x 85(H)
inch | 48.5"(L) x 23.9"(D) x 3.4"(H)

TF232
Dimension
mm | 1220(L) x 302(D) x 85(H)
inch | 48"(L) x 12"(D) x 3.4"(H)
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Specifications and dimensions subject to change without notice.
Consult your Energy Efficient Lighting Representative 
for availability and ordering information.  
 

ORDERING CODE, ENERGY AND PERFORMANCE DATA

EELSS15W35

FLUORESCENT TROFFER

SHIPPING DATA
Model No. Weight
TF232U 6kg / 14lbs
TF232
TF432

6kg / 14lbs
6kg / 14lbs

PHOTOMETRICS

TF232U and TF432

Model No. Ballast Factor Input Watts (W) Voltage (V) Lamp Type No. of Lamps Status

TF232U
2 x 2

0.88 56 120M / 347 F32T8U 2 Stock

TF232
1 x 4

0.88 56 120M / 347 F32T8 2 Stock

TF432
2 x 4

0.88 146 120M / 347 F32T8 4 Stock

 

OPTIONAL ACCESSORIES
TFK-1x4 | Flange Kit for 1x4 Troffer
TFK-2x2 | Flange Kit for 2x2 Troffer
TFK-2x4 | Flange Kit for 2x4 Troffer


