
LED Garage Lighter

140 Amber Street, Unit 10, 

Markham, Ontario, L3R 3J8 Canada

Tel: (905) 415-8878 or 1-855-415-8878

Fax: (905) 415-8872 or 1-855-415-8872

E-mail: marketing@eelighting.ca
URL: www.eelighting.ca

BENEFITS

• True replacement for metal halide
• Saves power

• Two luminosity outputs:

 4,400lm & 6,000lm

• Extra long life of 50,000 hours
• Universal input 120/277V & 347V

• High quality Epistar chips
• Fast installation panel for ceiling mounting

ELECTRICAL 

• High LED efficacy with over 102lm/W
• Extremely long life of 50,000hours
• Allows frequent On-Off switching 
• cULus listed, -40o

C to 40
o
C ambient environment

• 5 years warrenty on LED drivers and modules
• LED drivers and modules powered by Ultrasave

CONSTRUCTION

• Die cast housing
• Polycarbonate diffused lens UV stabilized
• Bronze powder paint
• High temperature silicone gasking

Model Number Description
No. of 

Module

Input 
Voltage (V)

Input 
Power (W)

Color 

Temp (K)

Lum. Flux 

(lm)

GA40LED04-120M LED GARAGE LIGHTER 42W 4400lm 120-277V 4 120-277V 42W 4000K 4,400

GA40LED04-347 LED GARAGE LIGHTER 42W 4400lm 347V 4 347V 42W 4000K 4,400

GA54LED06-120M LED GARAGE LIGHTER 63W 6000lm 120-277V 6 120-277V 63W 4000K 6,000

GA54LED06-347 LED GARAGE LIGHTER 63W 6000lm 347V 6 347V 63W 4000K 6,000

ORDERING CODE



RELATED & FURTHER INFORMATION

• LED Driver & Module:
       Ultrasave Lighting Ltd
       Tel: (905) 940-0888 / 1-866-733-9217

       Fax: (905) 940-0338 / 1-866-733-8831

       URL: www.ultrasave.ca

PHOTOMETRIC
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SPECIFICATION
Item Parameter GA40LED04-120M GA40LED04-347 GA54LED06-120M GA54LED06-347

Electrical#
Input (V

AC
) 120-277V 347V 120-277V 347V

Frequency (Hz) 50-60Hz 50-60Hz

Light 
Ouput*

Output Lumens (lm) 4,400 lm 6,600 lm

Fixture Transparency (%) 86.4% n/a

Effective Lumens (lm) 3,800 lm n/a

Power (W) 42W 63W

Efficacy (lm/W) 90 lm/W n/a

CCT (K) 4000K 4000K

CRI >80 >80

Lifetime (Ta @ 25oC) 50,000 hours 50,000 hours

Mechanical
Dimension (mm)
                     (inch)

315(L) x 315(W) x 244(D)
12.4”(L) x 12.4”(W) x 9.6”(D)

315(L) x 315(W) x 244(D)
12.4”(L) x 12.4”(W) x 9.6”(D)

Weight (kg) / (lb) 3.2Kg / 7lb 3.2Kg / 7lb

Ambient Temperature (oC) -40oC to 40oC

Standard 

Compliance
Approval Luminaire cULus listed

Environment RoHS

*) Due to the special condition of manufacturing processes of LED, the typical data of technical parameters can only reflect statistical figures and do not necessarily 
correspond to the actual parameters of each single product which could differ from the typical data. Lumen output is measued on retrofit kit. Fixture luminosity 
depends on the lens used by the existing conventional luminaire.
#) Exceeding maximum ratings for operation voltage will cause hazardous overload and will likely destroy the LED module.

GA40LED04-120M
DIMENSION

SAFETY NOTE

• The LED luminaries itself and all its components may 
not be mechanically stressed.

• Installation of LED luminaires needs to be made 
with regards to all applicable electrical and safety 
standards.  Only qualified professional should be 
allowed to perform installations.


